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Benefits 

Features
• 3300V Schottky Rectifier
• Zero Reverse Recovery Current
• High-Frequency Operation
• Temperature-Independent Switching 

 

Applications
• Switch mode power supplies (SMPS)
• Power factor correction
• Motor drives

      
• Replace bipolar with unipolar rectifiers
• Essentially no switching losses
• Higher efficiency
• Reduction of heat sink requirements
• Parallel devices without thermal runaway

      Package

Behavior
• Extremely Fast Switching

Vrrm =

Qc = 

3300 V

859 nC @ 1650 V
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Typical Performance

Electrical Characteristics (Tj=25°C)

C

Ir

Ec

Vf

Qc

Reverse Current

Forward Voltage

Total Capacitance

Total Capacitive Charge

Capacitance Stored Energy

30

859

7380

320

310

460

V

nC

μA

pF

μJ

If=90A, Tj=25°C If=90A,

Tj=175°C Vr=3300V,

Tj=25°C Vr=3300V,

Tj=175°C Vr=1650V,

Tj=25°C Vr=1V,

Tj=25°C,f=1MHz Vr=1100V,

Tj=25°C,f=1MHz Vr=2000V,

Tj=25°C,f=1MHz Vr=1650V

Fig.1

Fig.2

Fig.3

Fig.5

Fig.4

Figure 1. Forward Characteristics Figure 2. Reverse Characteristics
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Figure 3. Capacitance Charge Vs. 
Reverse Voltage

Figure 5. Capacitance Stored Energy

Figure 4. Capacitance Vs. Reverse 
Voltage
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Attention
• SpecIfications of any and all products described or contained herein stipulate the performance, 

characteristics, and functions of the described products in the independent state, and are not
guarantees of the performance, characteristics, and functions of the described products as
mounted in the customer’s products or equipment. To verIfy symptoms and states that cannot
be evaluated in an independent device, the customer should always evaluate and test devices
mounted in the customer’s products or equipment. 

• We assume no responsibility for equipment failures that result from using products at values 
that exceed, even momentarily, rated values (such as maximum ratings, operating condition
ranges, or other parameters) listed in products specIfications of any and all Silicon products de-
scribed or contained herein. 

• Any and all information described or contained herein are subject to change without notice due 
to product/technology improvement, etc.


